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Field Welding Machines

WHDS160/50

Manually operated butt welding machine, suitable for PE and PP pipes and fttings. High quality
design and construction provides an excellent machine for welding both on the worksite and in the
factory. The use of high quality Aluminum castings allows for lower weight without compromising
strength and performance.

Technical Specifcations

Main frame includes light weight alloy main clamps of 160mm diameter.

Removable cast Aluminum PTFE coated heating plate with electronic temperature control.

Removable cast Aluminum electrically operated facing tool.

Manual opening of frame.

Stand for heating plate and facing tool.
Welding range 63mm to 160mm: SDR 9 (PN20) to SDR 41 (PN4). 50mm: SDR 11 to SDR 41.

Standard machine includes all diameters of clamping liners within the specifed capacity range.
Layer Clamps 160x140, 140x125, 125x110, 110x90, 90x75, 75x63, 63x50.

220 volt 50 Hz (1.58 kw) alt. 240 volt 50 Hz (1.77 kw). Optional 60 Hz also available.

Weight 57 kg.
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Field Welding Machines

WHDS200/90

Manually operated feld machine for the butt welding of pipes and longer spigot fttings in PE, PP
and other thermoplastic materials. Operating system provides accurate reading of pressure during
welding and cooling. Included as standard with this machine are all clamps required for welding
pipes and fttings from 90mm to 200mm OD.

Technical Specifcations
Welding range 110mm to 200mm: SDR 9 (PN20) to SDR 41 (PN4). 90mm: SDR 11 to SDR 41.
Includes layer clamps: 200x180, 180x160, 160x140, 140x125, 125x110, 110x90mm.

German hydraulic seals.

Tefon coated thermostatically controlled heating plate.

Electrically operated facing tool.

Stand for heating plate and facing tool.
220 volt 50 Hz (2.0 kw). Optional 60 Hz also available.
Weight 94 kg.
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Field Welding Machines

WHD160/63

Hydraulically operated butt welding machine, suitable for PE and PP pipes and fttings. High quality
design and construction provide an excellent machine for welding both on the worksite and in the
factory. The use of high quality Aluminium castings allows for lower weight without compromising
strength and performance. Can be integrated with optional data logger or CNC control system.

Technical Specifcations

Main frame includes 4 light weight alloy main clamps of 160mm diameter.

German hydraulic seals.

Removable cast Aluminium PTFE coated heating plate with electronic temperature control.

Removable cast Aluminium electric facing tool with current overload protection.

Electrohydraulic pump with controls, and quick release hoses.

Stand for heating plate and facing tool.

Welding range 75mm to 160mm: SDR 9 (PN20) to SDR 41 (PN4). 63mm: SDR 11 to SDR 41.
Standard machine includes all diameters of clamping liners within the specifed capacity range.
2 Piece liners: 160x140, 160x125, 160x110, 160x90, 160x75, 160x63.

Optional layer clamps: 160x140, 140x125, 125x110, 110x90, 90x75, 75x63.

Machine can be supplied with any combination of liner diameters.

Optional stub end device for welding end fttings (available in aluminium or steel).
220 volt 50 Hz (2.13 kw) alt. 240 volt 50 Hz (2.29 kw). Optional 60 Hz also available.

Tool box including spare blades, thermocouple, temperature controller etc.

Optional wheeled trolley available.
Weight 156 kg.
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Field Welding Machines

WHD250/90

Hydraulically operated butt welding machine, suitable for PE and PP pipes and fttings. High quality
design and construction provides an excellent machine for welding both on the worksite and in the
factory. The use of high quality Aluminum castings allows for lower weight without compromising
strength and performance. Can be integrated with optional data logger or CNC control system.

Technical Specifcations

Main frame includes 4 light weight alloy main clamps of 250mm diameter.

German hydraulic seals.

Removable cast Aluminum PTFE coated heating plate with electronic temperature control.

Removable cast Aluminum electric facing tool with current overload protection.

Electro hydraulic pump with controls, and quick release hoses.

Stand for heating plate and facing tool.

Welding range 110mm to 250mm: SDR 9 (PN20) to SDR 41 (PN4). 90mm: SDR 11 to SDR 41.
Standard machine includes all diameters of clamping liners within the specifed capacity range.

2 Piece liners: 250x225, 250x200, 250x180, 250x160, 160x140, 160x125, 160x110, 160x90.
Optional layer clamps: 250x225, 225x200, 200x180, 180x160, 160x140, 140x125, 125x110, 110x90.

Machine can be supplied with any combination of liner diameters.

Optional stub end device for welding end fttings (available in aluminium or steel).
220 volt 50 Hz (3.95 kw) alt. 240 volt 50 Hz (4.35 kw). Optional 60 Hz also available.

Tool box including spare blades, thermocouple, temperature controller etc.

Optional wheeled trolley available.
Weight 228 kg.
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Field Welding Machines

WHD315/90

Hydraulically operated butt welding machine, suitable for PE and PP pipes and fttings. High quality
design and construction provides an excellent machine for welding both on the worksite and in the
factory. The use of high quality Aluminum castings allows for lower weight without compromising
strength and performance. Can be integrated with optional data logger or CNC control system.

Technical Specifcations

Main frame includes 4 light weight alloy main clamps of 315mm diameter.

German hydraulic seals.

Removable cast Aluminum PTFE coated heating plate with electronic temperature control.

Removable cast Aluminum electric facing tool with current overload protection.

Electro hydraulic pump with controls, and quick release hoses.

Stand for heating plate and facing tool.

Welding range 110mm to 315mm: SDR 9 (PN20) to SDR 41 (PN4). 90mm: SDR 11 to SDR 41.

Standard machine includes all diameters of clamping liners within the specifed capacity range.

2 Piece liners: 315x280, 315x250, 315x225, 315x200, 315x180, 315x160, 160x140, 160x125, 160x110, 160x90.
Optional layer clamps: 315x280, 280x250, 250x225, 225x200, 200x180, 180x160, 160x140, 140x125, 125x110, 110x90.

Machine can be supplied with any combination of liner diameters.

Optional stub end device for welding end fttings (available in aluminium or steel).
220 volt 50 Hz (4.95 kw) alt. 240 volt 50 Hz (5.54 kw). Optional 60 Hz also available.

Tool box including spare blades, thermocouple, temperature controller etc.

Optional wheeled trolley available.
Weight 332 kg.
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Field Welding Machines

WHD450/200

Hydraulically operated butt welding machine, suitable for PE and PP pipes and fttings. High quality
design and construction provides an excellent machine for welding both on the worksite and in the
factory. The use of high quality Aluminum castings allows for lower weight without compromising
strength and performance. Can be integrated with optional data logger or CNC control system.

CRANE IS OPTIONAL

Technical Specifcations

Main frame includes 4 light weight alloy main clamps of 450mm diameter. Heating plate is automatically separated
from the pipe at the end of the heating cycle.

German hydraulic seals.

Removable cast Aluminum PTFE coated heating plate with electronic temperature control.

Removable cast Aluminum electric facing tool with current overload protection.

Electro hydraulic pump with controls, and quick release hoses.

Stand for heating plate and facing tool.

Welding range 250mm to 450mm: SDR 9 (PN20) to SDR 41 (PN4). 200 & 225mm: SDR 11 to SDR 41.
Standard machine includes all diameters of clamping liners within the specifed capacity range.

2 Piece liners: 450x400, 450x355, 450x315, 450x280, 315x250, 315x225, 315x200.

Optional layer clamps: 450x400, 400x355, 355x315, 315x280, 280x250, 250x225, 225x200.

Machine can be supplied with any combination of liner diameters.

Optional stub end device for welding end fttings (available in aluminium or steel).

230V single phase 50 Hz (8.3 kw), 380 volt 3 phase 50 Hz (8.4 kw) alt. 415 volt 3 phase 50 Hz (9.4 kw).
Optional 60 Hz also available.

Tool box including spare blades, thermocouple, temperature controller etc.

Optional wheeled trolley available.
Weight 542 kg.































